
VIGOUR GROUP 
Full Line Disposable Paper & Plastic Packaging MFG. 

HMR 
CONTAINERS 
home meal replacement 

MICROWAVABLE 

ORGANIZE TAKE-OUT 

MORE EFFICIENTLY 



VG HMR container with black PP base and clear dome lid for HMR and 

maximum merchandising. Unique design promotes structural integrity. 

 

Smooth panels for effective label application that will not detract from 

your product’s presentation.  Audible click closure indicates a secure 

lock which seals in flavor and helps maintain freshness. 

MADE OF INJECTION-MOLDED PP 

ENGINEERED FOR 

HEAT  & COLD RESISTANCE 



ENGINEERED FOR 

HEAT  & COLD RESISTANCE 

These containers can be heated in microwave ovens. 



Available in 4 sizes, including 2-, 3-, 5-compartment versions. 

These containers can be heated in microwave ovens. 

VIGOUR GROUP TEL:  + 886 4 781 1589 

FAX: + 886 4 781 2078 

HEADQUARTER    No. 17, Lugong Rd., Lukang Township,  

                               Changhua County 505,   Taiwan R.O.C. 
www.vigourpack.com 

Type / Size 

 

24 oz Tray 

Lid - PP 

 

36 oz Tray  

Lid - PP 

Lid - PET 

 

37oz 2 Comp. Tray 

Lid - PP 

Lid - PET 

 

38oz 3 Comp. Tray 

Lid - PP 

Lid - PET 

 

5 Comp. Tray - PP 

Lid - PET 

Code No. 

 

R04624 

R04624H 

 

R04636 

R04636H 

R04636H 

 

R04637 

R04637H 

R04637H 

 

R04638 

R04638H 

R04638H 

 

5-M0588D 

5-M0588F 

Packing QTY. 

 

250 pcs 

250 pcs 

 

250 pcs 

250 pcs 

250 pcs 

 

250 pcs 

250 pcs 

250 pcs 

 

250 pcs 

250 pcs 

250 pcs 

 

200 pcs 

200 pcs 

Carton Size (mm) 

 

482 x 442 x 372 

438 x 398 x 368 

 

500 x 470 x 430 

500 x 300 x 420 

500 x 300 x 430 

 

500 x 470 x 430 

500 x 300 x 420 

500 x 300 x 430 

 

500 x 470 x 430 

500 x 300 x 420 

500 x 300 x 430 

 

650 x 287 x 435 

514 x 285 x 435 

Carton (cu.ft.) 

 

2.80 

2.27 

 

3.57 

2.22 

2.28 

 

3.57 

2.22 

2.28 

 

3.57 

2.22 

2.28 

 

2.87 

2.25 

Carton G.W. (kg / lb) 

 

5.76 / 12.70 

4.17 /   9.18 

 

7.70 / 16.97 

4.92 / 10.84 

6.38 / 14.07 

 

7.70 / 16.97 

4.92 / 10.84 

6.38 / 14.07 

 

7.70 / 16.97 

4.92 / 10.84 

6.38 / 14.07 

 

7.15 / 15.76 

4.82 / 10.62 

O 0 - 250 °F 
0 - 120 °C 

PP TRAY 

WITHSTAND 

TEMPERATURES 

BETWEEN 


